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Closed Loop PID temperature control with
clearly visible LED display.
Programmable pressure switch with LCD
display for precise force control.
Each heating cycle is triggered by a real
time pressure sensor .
Floating Thermode ensures consistent
pressure and heat transfer between the
thermode head and the parts to be joined.
Silicon rubber can be fitted in bonding
Heat Seal Connectors between LCD and PCB.
Thermode can be locked into position for
specific bonding applications.
Standard workpiece holder is mounted on
a linear guideway ( and
designed to allow for easy changeover and
repeatable operation.
To achieve maximum throughput, dual
positioning mechanism can be used.
With fully or semi-auto rotary table system
( with 2 workpiece
holders, production volume can be increased
by more efficient loading and unloading
operations.
Parts registration is adjusted by micrometer
and then secured by vaccum lock.
CCD camera system with magnification lens
can be retrofitted for fine-pitch positioning.

HSM-LH- -1)

HSM-RH/P- -1)

HSM-LH- -1
Linear guideway type.

HSM-RH- -1
Semi-auto rotary table type.

HSM-RP- -1
Fully-auto rotary table type.

Diameter of cylinder

25,32,40,50,63,80,100

HEAT SEALING MACHINE



SPECIFICATION

mm : N
Diameter of cylinder:
Output force 100:390080:250063:155050:980

40:62032:35025:240
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Range of temp.

barAir pressure

Tolerance of temp.

barResolution of programmable
Pressure switch

L/min
Flow rate of
vacuum

Nos

secTime of pressing

Positioning mechanism
per workpiece holder

vacPower supply

mmarea (W X D) ( X )
Standard working

mmarea (W X D) ( X )

Max. Working

Model
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